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Copyright 2004, William Stephenson Cut at the dotted line after everything is filled in, and before handing out the scroll.

Court: The big disk at the bottom is for the Great Seal of Caid. Scrolls are generaly sealed by the Scribe Armarius. This can be done before hading out the scroll, or the recipient can be told to take it the
Scribe Armarius later for sealing.

Scribe: Fill in King’s name, Queen’s name, Art form being recognized, and recipient’s name. If the recipient is female; add an s to make he read she in the line :...surpassing skill”, - er, er, and er to the
“h” ‘s in the line beginning with “We do publicly commend”. If reccipient is male; add - im, is, and is in the same location. Fill in the day, month, year (common era and AS). Have the King and Queen
sign above the locations provided for Their signatures.

Painter: Painting should be done with a good quality gouche. Check with the Scribe Armarius or the head of your local scriptorium for colors and techniques appropriate to this scroll design. The Caid
Crescents at the bottom and sides should be painted so as to leave the crescents white against a blue background. The Harp medallion at the top should be painted so as to leave the harp and embattled edge
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Print or photocopy the master onto 11 X 17” white or off-white paper. 90 Ib paper or heavier is best, but anything heavier then 20 Ib (normal typing paper) is acceptable. Heavier paper
holds up better when painted.



